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CHILLER
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EQUIPMENT SPECIFICATION

-

—— REPLACE THE 300 AMP CIRCUIT BREAKER IN SWITCHBOARD “SS1”
(OR JUST THE TRIP ELEMENT IN THE BREAKER IF AVAILABLED
WITH A 200 AMP CIRCUIT BREAKER (OR A 200 AMP TRIP ELEMENT.)
CONNECT NEW CHILLER TO 200 AMP BREAKER VIA 4#3/0+1#6G VIA
EXISTING 3" CONDUIT
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CONCRETE SLAB EXTENSION

SCALE: N.T.S.

AIR COOLFD WATER CHILLER:

UNIT TO COOL 160 GPM FROM 54°F TO 44°F, 15% GLYCOL ADDED. MAX PRESSURE DROP 20 FT. OUTSIDE AIR 95°F.
460-3-60 POWER SUPPLY

CHILLED WATER PUMP NO 1 (ADD ALTERNATE):

160 GPM, 95 FT, 1750 RPM, 7.5 HP, 460-3-60
BELL AND GOSSETT SERIES 80 3X3X11

ELECTRICAL PART PLAN AND EQUIPMENT
SPECIFICATION

MARIETTA POWER AND WATER
CHILLER REPLACEMENT

MARIETTA BOARD OF LIGHTS AND WATER
627 North Marietta Pkwy NE
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