
 
 

THE CITY OF MARIETTA 
MARIETTA, GEORGIA 

 
JUNE 3, 2013 

ADDENDUM NO. 1 
TO 

CITY OF MARIETTA BID NO. RFB-13-0060613 
2013 LMIG RESURFACING PROJECT 

 
 
Change or add the following in the above referenced bid 

 The following questions have been asked and the answers follow each question. 
Q. In Section 670 of the proposal it states that any contractor that is used for a sub for utility 

work must be on the Marietta Power and Water System List of Prequalified Contractors. 
Does this apply to adjusting the manholes and water valves? 

A. Any licensed utility contractor may adjust the valves and manholes.  They do not need to 
be prequalified with Marietta Power and Water System. 

 
Q. I could have over looked the information, but I do not see anything stating the depth of the 

12.5mm. It looks like the milling is full width at 1.5” in depth – is this correct? So is the 
12.5mm 165 lbs/sy? 

A. The surface treatment is 165 lbs/sy 12.5 mm.  Item number 402‐3130 in the Bid Schedule.    
 
Q. What is the depth of the patching?  
A. The patching will be 4 inches. 
 
Q. What mix should be used for the patching? 
A.   Contractor shall follow Section 400 of GDOT’s specifications that are included in the bid 

document.  In areas that are larger than that specified in the specifications, 19mm shall be 
used.       

 
Q. Can you tell the contractors which streets will be patched and how much patching on each 

street? 
A. Patching will be determined in the field by the owner and/or their representative.  The 

patching quantity is an estimate.     
 
Q. Is the leveling going to be spot leveling or full width leveling?  
A. Spot leveling.  The milling should eliminate the need for most of the leveling.   
 
Q. Can you tell the contractors which streets will be leveled and how much on each street?  
A. No.  This will be as needed.  The leveling quantity is an estimate.   

 
 
 
 



Q. It looks like the Adjust Manholes/Water Valves pay item should include lowering the 
manholes/water valves before the milling and then raising the manholes/water valves after 
the paving is completed. Is this correct? 

A. The contractor will just be responsible for the final adjustment.  Once paving is complete, 
the contractor will be required to adjust the height of the manholes.   

 
Q. The daytime work hours look to be 9:00 am to 4:00 pm, but can work on Barclay Cir., 

Whitcher St., Marble Mill Rd., Old US‐41 and Loudermilk Dr. be performed at night? 
A. Construction work hours in Residential areas are from 8:00 am to 5:00 pm Monday 

through Friday and Commercial areas are from 8:00 am to 10 pm Saturday and Sunday.  If 
the contractor wants to work outside of these times, the City must approve it in advance.   

 
Q. Can the contractor place the advanced warning signs on tripods or will they need to be post 

mounted? 
A. Yes. 
 
Q. Will the contractor be required to perform any shoulder building, grassing, place barrels or 

install Low/Soft Shoulder signs on the roads without curb and gutter? 
A. No. 
 
Q. Will the contractor be required to mill/pave into side roads? 
A. No, just mill to the edge of the street that is being repaved. 
 
Q. It looks like the milling being performed is full width milling. Is this correct? 
A. Correct.       
 
Q. St. Marys Ln. (+/‐2.5” above the gutter), S. Woodland Dr. (+/‐4”‐6” above the gutter), Barclay 

Cir. (+/‐1.5” above the gutter), Northcutt St. (+/‐1.5” above the gutter) and Loring Ct. (+/‐
1.5” above the gutter) have been resurfaced several times and the asphalt is above the 
gutter. Will the contractor be required to mill the asphalt until it is 1.5” below the gutter? 

A. No.  See Typical in the documents.  The asphalt will need to be milled to top of gutter, and 
then surface may be placed on top of the curb.  The cross slope may be adjusted in the 
field as directed by the Owner.     

 
Q. On Hillside Ave. it looks like only +/‐ 2” of the header curb is showing. Is the contractor going 

to be required to mill +/‐3” off this roads so 5” of header is showing? 
A. Yes.  The cross slope may be adjusted in the field as directed by the Owner. 
 
Q. Based on our field measurements the milling and resurfacing quantities on the Bid Schedule 

are overstated by +/‐23 %. Can the City of Marietta/Long Engineering provide the 
contractors with a spread sheet showing the tons of patching, leveling, milling and 
resurfacing on each street? 

A. No. 
 

Sign below and include in your bid package to indicate that you received this addendum. 
 
_______________________________________________ 
Vendor Name 
 
_______________________________________________ 
Signature 


